- APPROVED
> MIL-PRF 63460E

" The Only Gun
Care Chemical
Company that is

approved by the
S. Army!

(As of September 18, 2009)

Salt Water Immersion
Dynamic Dust
Cold Temperature

U.S. ARMY

Meets & Exceeds

A NATO S-75¢

Flash Point, min. « 65°C (149°F)

Viscosity, Kinematic
(with solvent) at +40°C (104 °F), min. (Value 14 cst)

Viscosity, Kinematic (w/solvent evaporated)
at -40°C (-40°"F), max. (Value 5,000 cst)

Wear Preventive Characteristics, avg.,
Scar Diameter, max. 0.8mm

Falex Load Carrying Capacity,

Jaw Load, min. 500 Ibs.

Firing Residue Removal
Metal Corrosion-Protection

Humidity Resistance
(After 900 hours of exposure)

Salt-Spray Resistance
(After 100 hours of exposure)

Corrosion-Protection from Propellant Reaction Products

Interference with Chemical Agent Detector Paper

G96’s Synthetic
CLP Gun Oil

has been approved for use by the U.S. Army
for 21st Century CLEANING, LUBRICATING,
and PRESERVATION of both small and large

caliber weapons and weapons systems.
85-5th Ave., Bldg. #6 + PO Box 1684 Paterson, NJ 07544-1684 « Tel.: 973-684-4050
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